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Eurol BlueStar Grease EP 2

CneumanbHO ANS CTYNUYHbIX NOALWMUMHUKOB U CTYNUL, KOJIeC NPULENOB U PYyProHos.

OnucaHue:

CmasKa Eurol BlueStar Grease EP 2 6bi1a pa3paboTaHa 415 y40BAeTBOPEHUSA NOCTOAHHOIO TEXHUYECKOro nporpecca u
TpeboBaHUIN KaK TPaAHCMOPTHOrO CEKTOPa, TaK M MPOMbILNEHHOTO CEKTOpa AAA MPUMEHEHUS B MOALWMMHUKAX W
KOMMOHEHTAX LUACCH.

Eurol BlueStar Grease EP 2 ucnosb3yeTca B LAPMKOBbLIX, POJMKOBBIX, KOJIECHbIX MOALWMMHUKAX U MOALWMMHUKAX
CKONIbXKEHUSA, paboTaloWwmx B YCAOBUAX BbICOKMX (YAAPHbIX) HArpy3oK WAM BMOPaUWMiA Kak MNpu  BbICOKMX
(kpaTkOBpemeHHbIx A0 200 ° C), TaK M NpPU HU3KUX TemNepaTypax, COXPaHASA NPU 3TOM CBOK KOHCUCTEHLIMIO.

Eurol BlueStar Grease EP 2 obnafaeT oT/IM4HOM TeMnepaTypHOM CTabUIbHOCTBLIO U XOpoLuel aaresanen. Ha npaktuke
[OKa3aHo, YTO 3TO OT/IMYHAA CMa3Ka ANA CTYNUL, KONeC U CTYNWL, NPULLENOB U JOMOB Ha KOJIecax.

Kpome Toro, cmaska Eurol BlueStar Grease EP 2 oTan4yaeTca XOpowmnMM aHTUKOPPO3MOHHBIMM CBOMCTBAMM (TaKKe B
NPWUCYTCTBUU BOZAbI), OT/IMYHOM 3aALLMTON OT M3HOCA M CTOMKOCTbIO K BbIMbIBAaHUIO BOAOW, YTO obecneynBaeT oveHb
JONTUIA CPOK CNyKO6bl. CMa3Ka MMeET XOPOLUY0 NPOKaYMBAaEMOCTb B LUIMPOKOM AMANa3oHe TeMnepaTyp U OTAUYHYIO
CTOMKOCTb K OKMCNEHWIO. XUMUYECKOM peaKLLMM C YNIOTHEHUAMM HE NPOU3OMAET.

Cneuundukauum:
Jonycku

DIN KP2N-30
ISO-L-XCDHB 2

NLGI GC-LB

dusnyeckmne XxapakTepucTuKu

LseT CuHui

Knacc koHcucTeHumnm no NLGI 2

Twun 3aryctuTens Lithium Complex

Tun 6a3oBoro macna MuHepanbHoe

BsskocTb 6a30Boro macna 220 cSt ASTM D 445
TecT Ha 4-XWapUKOBOM MallnHe 280 kg ASTM D 2596
Paboyas Temnepatypa -35-150°C

Temnepatypa KanneobpasosBaHuUa 260 °C
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This sheet contains recommendations or suggestions on properties and possible applications of Eurol products. Because of continuous product research and development, the information in
this document can be changed at all times, without foregoing notice. The analytical information in this document consists of typical incorrectness of the text. The reader is advised to make the
final product choice in dialogue with the supplier.
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